Wiring Instructions

**Digital Tachometer Gauge**
- Red: 12V Accessory power
- Black: Ground
- Yellow: Head light switch (12v power)
- Green: To Negative Coil (-)
- Or electronic Ignition

**Digital Exhaust gas temp Gauge**
- Red: 12v Accessory power
- Black: Ground
- Yellow: 12v Power

---

**Wiring Instructions**

**Digital Tachometer Gauge**
- Red: 12V Accessory power
- Black: Ground
- Yellow: Head light switch (12v power)
- Green: To Negative Coil (-)
- Or electronic Ignition

**Digital Exhaust gas temp Gauge**
- Red: 12v Accessory power
- Black: Ground
- Yellow: 12v Power

---

**Drill a hole**
On either position And installing the 1/8 PT thread jointer

---

**Wiring Instructions**

**Digital Tachometer Gauge**
- Red: 12V Accessory power
- Black: Ground
- Yellow: Head light switch (12v power)
- Green: To Negative Coil (-)
- Or electronic Ignition

**Digital Exhaust gas temp Gauge**
- Red: 12v Accessory power
- Black: Ground
- Yellow: 12v Power

---

You will need to drill and tap a 1/8th NPT fitting for the probe to go into. We recommend a professional to tap this. Try to avoid shavings from going into the manifold or exhaust.

---

www.prosportgauges.com